
Stub Flange
Butt Weld SDR Rating to be specified

PE100 Black

Size D1 mm D2 mm L    mm h1  mm

63 75 95 50 15

75 88 108 50 15

90 103 129 80 17

110 124 158 80 18

125 128 158 80 25

140 151 187 80 25

160 168 213 80 25

180 190 213 80 30

200 225 270 95 30

225 230 270 95 30

250 284 322 100 35

280 294 334 100 35

315 335 380 105 35

355 366 442 110 40

400 420 495 110 45

450 470 545 110 45

500 520 596 125 60

560 580 657 125 60

630 650 710 130 60

710 735 800 130 60

800 825 940 130 60

900 940 1050 130 60

1000 1025 1125 130 60

1200 1230 1330 170 80

1400 1450 1570 210 110

1600 1650 1780 220 120
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PE stub flanges  are butt welded to 

the ends of pipes and fittings and 

used in conjunction with metal 

backing plates, and rubber sealing 

gaskets provide a demountable 

joint. Sealing gaskets are made 

from various materials to suit the 

liquid being carried.

Flanges are available from 40mm 

to 1200mm and pressure PN rating 

to suit the pipe and fittings.

Metal backing plates are available 

in hot dip galvanised steel and 316 

stainless steel,  thickness to 

AS2129, and AS 4087 as required. 

Refer to ''Special Flanges" for 

additional flange joint options 

using drilled poly stubs with 

matching backing rings.


