Features

e Body Constructed
Jrom tough HDPE

e New improved
Stainless steel
punched screen
strainer basket -
with tough poly
ends- with high
flow channel

e Safe and easy to
use toggle eye bolt
lid retainers

e Custom inlet &
outlet flanges sized
to suit each
installation

e Optional view port
available

e Sizes range from 15
to 150 litres per
second

Manufactured by

JAG Poly Pty Ltd

Unit 6/272 Lavarack Ave
Pinkenba QLD 4008

Australia

Phone: +61(7)32602225

Fax: +61(7) 32602228

Email: enquiries@jagpoly.com.au

. Pre-Pump
= Suction
Strainers

Registered Design No. 335479




Leaf & Lint Strainers- Revised

Strainer LLP15 LLP30 LLP50 LLP75 LLP100 LLP150
Flow Range in
Litres per sec. up to 15 |15t0 30 |30to 50 [50to 75 |75to 100 |100 to 150
Body Dimensions (mm)
A 280 315 400 450 500 630
B 390 650 675 705 730 780
c* 100 125 150 250 250 300
D* 80 100 125 200 250 300
E 550 570 750 760 900 1000
F 600 910 970 970 1020 1210
G 150 200 225 225 250 300
Note * Flange dimensions and drilling pattern to order
Specify height of outlet to suit pump connection
Strainer Dimensions (mm)
H 245 278 351 395 440 555
J 270 490 490 490 490 490
K 122.5 139 175.5 197.5 220 277.5
L 205 235 300 345 395 510
316 1.5mm Stainless steel punched screen
4.76 x 6.35 holes = 51% open area
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